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 Calibration of 6” Mass flow meter was carried out at Air Flow Laboratory  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

2.   Calibration of Laminar flow element at Air Flow Laboratory                      

3.   Calibration of 6” Turbine flow meter at Air Flow Laboratory               

4.   Calibration of Air Capture Hood at Wind Tunnel                

5.  Calibration of 0.5” Mass Flow Meter at HPATF            

6.   Calibration of 2” Mass Flow Meter at HPATF              

7.   Testing of 8” Mass Flow Meter (Hydro Test) at HPATF                  

1.   Calibration of 6” Mass flow meter at Air Flow Laboratory      

8.   Testing of Fault Passage Indicator at Wind Tunnel                    

 

1.  Calibration of 6” Mass flow meter at Air Flow Laboratory 

      Calibration of 6 inch Mass flow meter at AFL  

9.   Calibration of throat tap Flow Nozzle at Water Flow Laboratory                    

10. Calibration of mass flow meter of size 25mm at Oil Flow Laboratory                       

11.  Conducted ITEC training course on “Flow Measurement & Control Techniques”              
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 Calibration of Laminar flow element was done at Air Flow Laboratory            
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 Calibration of 6” Turbine flow meter was done at Air Flow Laboratory   

  

 

 

  

 

  

 

 

 

 

 

 

 

 

 

 

 

 

3. Calibration of 6” Turbine flow meter at Air Flow Laboratory   

      Calibration of 6” Turbine flow meter at Air Flow Laboratory.  

ibration on 6” mass flowmeter  at WFL  

 

2. Calibration of Laminar flow element at Air Flow Laboratory   

 

                Calibration of Laminar Flow Element at AFL  
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    Calibration of Air Capture Hood was conducted at Wind Tunnel    

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
   Calibration of 0.5” Mass Flow Meter was done at HPATF   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. Calibration of Air Capture Hood at Wind Tunnel  

          Air Capture Hood Calibration at Wind Tunnel 

5.  Calibration of 0.5” Mass Flow Meter at HPATF 

       Calibration of 0.5” Mass Flow meter at HPATF 
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Calibration of 2” Mass Flow Meter was carried out at HPATF   
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Testing of 8” Mass Flow Meter (Hydro Test) was done at HPATF  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

6. Calibration of 2” Mass Flow Meter at HPATF   

Calibration of 2” Mass Flow Meter at HPATF   

7.  Testing of 8” Mass Flow Meter (Hydro Test) at HPATF  

 Testing of 8” Mass Flow Meter (Hydro Test)  at HPATF   
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 Testing of Fault Passage Indicator was done  at Wind Tunnel  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 Calibration of throat tap Flow Nozzle was carried out for 18” size  in strict accordance with ASME PTC6 2004 at  
Water Flow Laboratory     
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

8.  Testing of Fault Passage Indicator at Wind Tunnel  

  Testing of Fault Passage  Indicator at Wind Tunnel  

9. Calibration of throat tap Flow Nozzle at Water Flow Laboratory   

   Calibration of throat tap Flow Nozzle  at WFL    
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Calibration of mass flow meter of size 25mm was done at Oil Flow Laboratory              
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  ITEC training course on “Flow Measurement & Control Techniques for Water Distribution Systems” conducted 
from 07/02/2024 to 27/02/2024. 14 persons from 7 countries have participated in the training program. 
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    Calibration of mass flow meter of size 25mm at OFL  

10. Calibration of mass flow meter of size 25mm at Oil Flow Laboratory      

 

11. Conducted ITEC training course on “Flow Measurement & Control Techniques” 

conducted inch PD meter Calibration at Oil Flow Laboratory 

 


